
Product number Description
Adjustable length "L" 

min-max (mm)
Outertube diameter 

"Do" (mm) 
Innertube diameter 

"Di" (mm)
Weight (kg)

E01XC0001 SG 400 prop 2210-4000 76,1 63,5 25,2

E01XC0004 SG 550 prop 3048-5500 76,1 63,5 29,6

Surface treatment:  Hot dip galvanized
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PDS SG heavy duty prop 0102-01

SFST-SG heavy duty prop

Telescopic steel prop designed and assessed as class G according to former standard 

6021 PZ Budel

DIN4424 (now EN1065, class C).

Adjustable steel prop
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P.O. Box 2119
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The Netherlands
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Prop type SG 400 SG 550

Product no: E01XC0001 E01XC0004

Length L (mm) Fmax (kN)

Application*: A B A B

2200 36,9 36,9

2300 36,9 36,9

2400 36,9 36,9

2500 36,9 36,9

2600 36,9 36,9

2700 36,9 36,9

2800 36,9 36,9

2900 36,9 36,9

3000 35,2 35,2

3100 33,9 33,9 39,9 39,9

3200 32,7 32,7 39,9 39,9

3300 31,5 31,5 39,9 39,9

3400 30,3 30,3 38,8 39,9

3500 28,5 28,5 35,1 39,9

3600 26,7 26,7 32,1 39,9

3700 25,2 25,2 30,0 39,9

3800 23,6 23,6 28,2 39,9

3900 21,8 21,8 26,4 39,9

4000 20,6 20,6 24,8 36,6

4100 23,3 33,3

4200 22,1 30,6

4300 20,9 28,5

4400 19,7 26,4

4500 18,8 24,4

4600 17,8 22,4

4700 17,2 20,9

4800 16,1 19,4

4900 15,2 18,2

5000 14,5 17,0

5100 13,6 16,1

5200 12,7 14,8

5300 12,1 13,9

5400 11,7 13,0

5500 11,2 12,1

Load table for SG-prop

* Application A: Innertube at the bottom
   Application B: Innertube at the top

SWL based on EN1065 with factor of safety 1,65 on yield.

PDS SG heavy duty prop 0102-01

SFST-SG heavy duty prop
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Surface treatment:  Hot dip galvanized

* Safe working load in kN based on tests according to BS4074/BS5507
    - Props loaded concentrically and 1,5° maximum out of plumb
    - Safety factor on characteristic strength = 1,5.

** Safe working load in kN based on tests.
     - Props loaded concentrically and no out of plumb.
     - Safety factor on failure load = 3.

Product number Description Adjustable Length  =L=        
min-max (mm) Weight (kg)

E01XC0002 GB-Prop nr.2 1982 - 3361 16,8

E01XC0003 GB-Prop nr.3 2592 - 3971 19,0

E01XC0004 GB-Prop  nr.4 3187 - 4895 21,6

Safe working 
loads (kN)

Fully retracted Fully extended

GB nr. 2 (*) 41,3 21,4
GB nr. 3 (*) 45,3 15,5

GB nr. 4 (**) 30,0 9,0

Scaf

reference:

System

Item

Application

GB Prop nr. 2-3-4

Adjustable steel Prop

GB Prop nr. 2,3 and 4
Telescopic steel prop type GB, complete galvanised.                                                        
Scafom GB-props are manufactured to comply to BS4074 (expired).
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SWL values are indicative and
defined by testing as indicated on
the graphs. Please check actual
situation and make sure that
boundary conditions on site are
same as in these assumptions.

Length GB prop 2 GB prop 3 GB prop 4
(m) (kN) (kN) (kN)
2,00 41,3
2,10 39,3
2,20 37,4
2,30 35,6
2,40 33,9
2,50 32,3
2,60 30,8 45,3
2,70 29,4 42,5
2,80 28,1 39,5
2,90 26,9 36,5
3,00 25,7 33,5
3,10 24,6 30,7
3,20 23,5 28,2 30,0
3,30 22,4 25,8 28,5
3,40 21,4 23,7 27,0
3,50 21,8 25,6
3,60 20,2 24,2
3,70 18,8 22,8
3,80 17,6 21,5
3,90 16,5 20,2
4,00 15,5 18,9
4,10 17,7
4,20 16,5
4,30 15,3
4,40 14,2
4,50 13,1
4,60 12,1
4,70 11,1
4,80 10,0
4,90 9,0
5,00
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GB Prop nr. 2,3 and 4Item
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